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REMS Aquila 3B Portable pipe workstation with chain pipe vice

Sturdy, easy to carry pipe workstation with integrated 
chain pipe vice on folding tripod stand. With practical 
shelf plate. For trade and industry. For the building site 
and the workshop.
Clamping range Ø 10 – 165 mm
  Ø ⅛ – 6" 
Load capacity  ≤ 450 kg

REMS Aquila 3B – portable pipe workstation.  
Safe clamping of pipes up to 6". Everywhere on site. 
Sturdy, torsionfree diecast structure of the work plate with integrated chain pipe 
vice, pipe rest, tool holders, 3 benders for bending pipes Ø 10 – 26 mm, Ø ⅜ – ¾", 
clamping head.

Specially toothed double clamping jaws, easily changeable, prismshaped,  
for safe clamping of the pipes in the whole working range. Specially hardened,  
for long life.

Clamping chain with strong chain links, easy clamping by quick closure and  
trapezoidal threaded spindle.

Well accessible working range in front of the chain pipe vice for free swing  
of even long tools. 

Especially suitable for pipe installation, e.g. for cutting, thread cutting, bending, 
assembly.

Adjustable clamping head for clamping the pipe workstation between the ceiling 
and the floor, for especially secure standing.

Proven tripod stand for secure standing, folding, for easy erection and transport.

Practical shelf plate for tools and work material. 

REMS Herkules height adjustable material supports (see page 107). 

Supply format
REMS Aquila 3B. Pipe workstation with chain pipe vice for clamping pipes,  
solid material Ø 10 – 165 mm, Ø ⅛ – 6". Work plate with integrated chain pipe vice 
with double clamping jaws, pipe rest, tool holders, 3 benders for bending pipes  
Ø 10 – 26 mm, Ø ⅜ – ¾", clamping head. Folding tripod stand with shelf plate.  
Load capacity ≤ 450 kg. In a carton.

Art.No. Din.
120270 R 65 120,00

REMS Aquila WB Chain pipe vice for workbench

High quality, robust chain pipe vice for fixing to a workbench. 
Excellent quality for long life. For trade and industry.  
For the building site and the workshop.
Clamping range Ø 10 – 165 mm
  Ø ⅛ – 6"

REMS Aquila WB – safe clamping of pipes up to 6". 
Sturdy, torsionfree diecast structure of the base plate with integrated chain pipe 
vice, pipe rest, bender.

Specially toothed double clamping jaws, easily changeable, prismshaped,  
for safe clamping of the pipes in the whole working range. Specially hardened,  
for long life.

Clamping chain with strong chain links, easy clamping by quick closure and  
trapezoidal threaded spindle.

Well accessible working range in front of the chain pipe vice for free swing  
of even long tools. 

Especially suitable for pipe installation, e.g. for cutting, thread cutting,  
bending, assembly.

For fixing to the workbench. Pay attention to load capacity of the workbench. 

REMS Herkules height adjustable material supports (see page 107). 

German Quality Product

Supply format
REMS Aquila WB. High quality chain pipe vice for clamping pipes, solid material 
Ø 10 – 165 mm, Ø ⅛ – 6". Base plate with integrated chain pipe vice with double 
clamping jaws, pipe rest, bending device. For work bench. In a carton.

Art.No. Din.
120250 R 38 180,00


