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REMS Secco 50 / 80 Electric air dehumidifiers/building driers

Accessories

Supply format
REMS Secco 80 Set. Electric air dehumidifier/building dryer for commercial use. 
For drying rooms, dehumidifying cellars etc. and drying concrete, masonry, plaster 
and screed. Chiller unit with rotation compressor and capacitor motor 230 V, 
50 Hz, 680 W, with automatic hotgas thawing system, for continuous operation.  
Very quiet running. Dehumidification rate ≤ 80 l/24 h, air volume ≤ 850 m³/h. 
Electronic control unit with illuminated 3" display and memory function. Electronic 
hygrostat, operating hours counter, electricity meter. Air filter. In a sturdy sheet  
steel housing on a mobile tubular steel frame with large castors. In a carton.

Art.No.
132010

Other voltages on request.

Description Art.No.
11.5 litre condensation tank Secco 80   for discharge  
of condensation in the sheet steel housing.  
For REMS Secco 80. 132100
Exhaust air set Secco 80 , consisting of exhaust air  
hose Ø 200 mm, 10 m long, with metal fastening  
eyes for hanging up on site, with connecting flange,  
for distribution of the exhaust air in the room,  
for dehumidifying cavities, e.g. above intermediate  
ceilings and for additional blowing of wet surfaces. 132104
Condensation tank with Secco 50 pump  for pumping  
the condensation out of the condensation tank into  
a higher tank or a wash basin. Pumping height ≤ 2 m.  
For REMS Secco 50. 132129
Condensation tank with Secco 80 pump  for pumping  
the condensation out of the condensation tank into  
a higher tank or a wash basin. Pumping height ≤ 2 m.  
For REMS Secco 80. 132121
Operating hours counter and electricity meter ,  
e.g. for reporting to the damage regulator/customer.  
For REMS Secco 50 and others. 132132
REMS Detect W,  dielectric moisture measuring device 
for nondestructive moisture measurement in building 
materials, e.g. concrete, masonry, plaster, wood.  
In a case. 132115
REMS Orkan , electric construction ventilator, see page 328.

Exhaust air set Secco 80
Generously dimensioned exhaust air hose Ø 200 mm, 10 m long, with metal  
fastening eyes for hanging up on site, with connecting flange, for distribution  
of the exhaust air in the room, for dehumidifying cavities, e.g. above intermediate 
ceilings and for additional blowing of wet surfaces (accessory).

REMS Orkan
For supporting electric dehumidifiers/construction driers. For faster drying and  
dehumidification after floods and water mains damage, it is an advantage to improve 
the air exchange with electric construction ventilators REMS Orkan (page 328). 

Supply format
REMS Secco 50 Set. Electric air dehumidifier/building dryer for commercial use. 
For drying rooms, dehumidifying cellars etc. and drying concrete, masonry,  
plaster and screed. Chiller unit with rotation compressor and capacitor motor 
230 V, 50 Hz, 760 W, with automatic thawing system, for continuous operation. 
Very quiet running. Dehumidification rate ≤ 50 l/24 h, air volume ≤ 265 m³/h.  
Electronic control unit with large, illuminated display and memory function.  
Electronic humidity switch. Air filter. Internal 7.7 l condensation tank. In sturdy 
plastic housing with casters. In a carton.

Art.No.
132011

Other voltages on request.


